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SECTION 072100 - THERMAL INSULATION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes the following: 
1. Concealed building insulation. 
2. Sound attenuation insulation. 

1.2 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples for Verification:  Full-size units for each type of exposed insulation indicated. 

C. Product test reports. 

D. Research/Evaluation Reports:  For foam-plastic insulation. 

1.3 QUALITY ASSURANCE 

A. Retain ASTM test method below based on product and kind of fire-resistance characteristic 
specified for each product in Part 2.  Fire-Test-Response Characteristics:  Provide insulation and 
related materials with the fire-test-response characteristics indicated, as determined by testing 
identical products per ASTM E 84 for surface-burning characteristics and other methods 
indicated with product, by UL or another testing and inspecting agency acceptable to authorities 
having jurisdiction.  Identify materials with appropriate markings of applicable testing and 
inspecting agency. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. In other Part 2 articles where titles below introduce lists, the following requirements apply to 
product selection: 

1. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, products specified. 

2. Products:  Subject to compliance with requirements, provide one of the products 
specified. 

3. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
manufacturers specified. 
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4. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
manufacturers specified. 

2.2 GLASS-FIBER BLANKET INSULATION 

A. Manufacturers: 
1. Guardian Fiberglass, Inc. 
2. Johns Manville. 
3. Knauf Fiber Glass. 
4. Owens Corning. 

B. Unfaced, Glass-Fiber Blanket Insulation:  ASTM C 665, Type I (blankets without membrane 
facing); consisting of fibers; with maximum flame-spread and smoke-developed indexes of 25 
and 50, respectively; passing ASTM E 136 for combustion characteristics. 

C. Faced, Glass-Fiber Blanket Insulation:  ASTM C 665, Type III (blankets with reflective 
membrane facing), Class A (membrane-faced surface with a flame-spread index of 25 or less); 
Category 1 (membrane is a vapor barrier), faced with foil-scrim-kraft, foil-scrim, or foil-scrim-
polyethylene vapor-retarder membrane on 1 face. 

D. Where glass-fiber blanket insulation is indicated by the following thicknesses, provide blankets 
in batt or roll form with thermal resistances indicated: 

1. 3-1/2 inches thick with a thermal resistance of 13 deg F x h x sq. ft./Btu at 75 deg F. 

 

2.3 AUXILIARY INSULATING MATERIALS 

A. Vapor-Retarder Tape:  Pressure-sensitive tape of type recommended by insulation 
manufacturers for sealing joints and penetrations in vapor-retarder facings. 

B. Adhesive for Bonding Insulation:  Product with demonstrated capability to bond insulation 
securely to substrates indicated without damaging insulation and substrates. 

2.4 INSULATION FASTENERS 

A. Anchor Adhesive:  Product with demonstrated capability to bond insulation anchors securely to 
substrates indicated without damaging insulation, fasteners, and substrates. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Comply with insulation manufacturer's written instructions applicable to products and 
application indicated. 
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B. Install insulation that is undamaged, dry, and unsoiled and that has not been left exposed at any 
time to ice, rain, and snow. 

C. Extend insulation in thickness indicated to envelop entire area to be insulated.  Cut and fit 
tightly around obstructions and fill voids with insulation.  Remove projections that interfere 
with placement. 

D. Water-Piping Coordination:  If water piping is located within insulated exterior walls, 
coordinate location of piping to ensure that it is placed on warm side of insulation and insulation 
encapsulates piping. 

E. For preformed insulating units, provide sizes to fit applications indicated and selected from 
manufacturer's standard thicknesses, widths, and lengths.  Apply single layer of insulation units 
to produce thickness indicated unless multiple layers are otherwise shown or required to make 
up total thickness. 

3.2 INSTALLATION OF GENERAL BUILDING INSULATION 

A. Apply insulation units to substrates by method indicated, complying with manufacturer's written 
instructions.  If no specific method is indicated, bond units to substrate with adhesive or use 
mechanical anchorage to provide permanent placement and support of units. 

B. Seal joints between foam-plastic insulation units by applying adhesive, mastic, or sealant to 
edges of each unit to form a tight seal as units are shoved into place.  Fill voids in completed 
installation with adhesive, mastic, or sealant as recommended by insulation manufacturer. 

C. Set vapor-retarder-faced units with vapor retarder to warm-in-winter side of construction, unless 
otherwise indicated. 

1. Tape joints and ruptures in vapor retarder, and seal each continuous area of insulation to 
surrounding construction to ensure airtight installation. 

D. Install mineral-fiber insulation in cavities formed by framing members according to the 
following requirements: 

1. Use insulation widths and lengths that fill the cavities formed by framing members.  If 
more than one length is required to fill cavity, provide lengths that will produce a snug fit 
between ends. 

2. Place insulation in cavities formed by framing members to produce a friction fit between 
edges of insulation and adjoining framing members. 

3. For wood-framed construction, install mineral-fiber blankets according to ASTM C 1320 
and as follows: 

a. With faced blankets having stapling flanges, secure insulation by inset, stapling 
flanges to sides of framing members. 

END OF SECTION 072100 




