
SECTION 09900  
PAINTING 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section Includes: 
1. Painting and finishing of new materials, except as specified. 
2. Preparation of surfaces for painting and finishing. 

B. Related Sections: 
1. Section 04810 – Unit Masonry 
2. Section 09260 - Gypsum Board Systems. 

1.2 SUBMITTALS 

A. Product Data: For each paint system specified. Include block fillers and primers. 
1. Material List: Provide inclusive list of required coating materials. Indicate each material and cross-

reference specific coating, finish system, and application. Identify each material by manufacturer’s 
catalog number and general classification. 

2. Manufacturer’s Information: Provide manufacturer’s technical information, including label analysis 
and instructions for handling, storing and applying each coating material proposed for use. 

3. Certification by manufacturer that products supplied comply with local regulations controlling use 
of volatile organic compounds (VOCs). 

B. Samples: Submit paint and transparent finish samples, for color selection and finish acceptance. 
1. Paint Colors, Surface Treatments and Finishes: As selected by Architect. Submit three 4 inch by 6 

inch samples to be reviewed for color and sheen. Architect reserves right to select color or finish 
from any manufacturer, herein specified, as necessary to achieve desired color or finish. 

C. Schedule: For acceptance, submit 3 copies of complete schedule showing each product by number 
and brand name proposed to be used at each surface and location. Generally follow specified outline 
and list number of coats. 

1.3 QUALITY ASSURANCE 

A. Single-Source Responsibility: Provide primers and undercoat paint produced by same manufacturer 
as finish coats. 

B. Coordination of Work: Review other sections in which primers are provided to ensure compatibility of 
total systems for various substrates. On request, furnish information on characteristics of finish 
materials to ensure use of compatible primers. 

C. Applicator Qualifications: Engage experienced applicator who has completed painting system 
applications similar in material and extent to that indicated for this Project with record of successful in-
service performance. 

1.4 DELIVERY, STORAGE AND HANDLING 

A. Deliver paint materials in sealed original labeled containers, bearing manufacturer's name, type of 
paint, brand name, color designation and instructions for mixing or reducing. 

B. Provide adequate storage facilities. Store paint materials at minimum ambient temperature of 45 
degrees F in well ventilated area. Restrict storage to paint materials and related equipment. 

C. Take precautionary measures to prevent fire hazards and spontaneous combustion. Comply with 
health and fire regulations. 
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1.5 PROJECT CONDITIONS 

A. Environmental Requirements: Comply with manufacturer's recommendations as to environmental 
conditions under which painting and finishing can be applied. Do not apply finish in areas where dust 
is being generated. 

B. Measure moisture content of surfaces using electronic moisture meter. Do not apply finishes unless 
moisture contents of surfaces are below following maximums: 
1. Plaster and Gypsum Wallboard: 12 percent. 
2. Masonry, Concrete and Concrete Block: 12 percent. 
3. Interior Wood: 15 percent. 

C. Ensure surface temperature and surrounding air temperature is above 40 degrees F before applying 
finishes. Minimum application temperature for latex paints for interior work shall be 45 degrees F and 
50 degrees F for exterior work. Minimum application temperature for transparent finish shall be 65 
degrees F, or surface and air temperature shall be 5 degrees above dew point. 

D. Provide adequate continuous ventilation and sufficient heating facilities to maintain temperatures 
above 45 degrees F for 24 hours before, during and 48 hours after application of finishes. 

E. Provide minimum 25 foot candles of lighting on surfaces to be finished. 

1.6 EXTRA MATERIALS 

A. Furnish extra paint materials from the same production run as the materials applied and in the 
quantities described below.  Package with protective covering for storage and identify with labels 
describing contents.  Deliver extra materials to Owner. 
1. Quantity:  Furnish Owner with extra paint materials in quantities indicated below: 

a. Exterior, Paint: 1 gal. of each color applied. 

PART 2 PRODUCTS 

2.1 MANUFACTURERS 

A. National Manufacturers: 
1. ICI Paints 
2. Sherwin-Williams 
3. Benjamin Moore 
4. PPG Industries 

B. Regional Manufacturers:  
1. Diamond Vogel. 
2. Hirschfields 

2.2 MATERIALS 

A. Material Compatibility:  Provide block fillers, primers, and finish-coat materials that are compatible with 
one another and with the substrates indicated under conditions of service and application, as 
demonstrated by manufacturer based on testing and field experience. 

B. Material Quality:  Provide manufacturer's best-quality paint material of the various coating types 
specified that are factory formulated and recommended by manufacturer for application indicated.  
Paint-material containers not displaying manufacturer's product identification will not be acceptable. 
1. Proprietary Names:  Use of manufacturer's proprietary product names to designate colors or 

materials is not intended to imply that products named are required to be used to the exclusion of 
equivalent products of other manufacturers.  Furnish manufacturer's material data and certificates 
of performance for proposed substitutions. 
a. Products specified are by ICI Paints, unless otherwise indicated, similar quality products of 

acceptable manufacturers may be furnished. 
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b. Refer to Painting and Finishing Schedule at end of this Section. 
1) Paint Systems indicated in Schedule in Part 3 
2) Refer to Material Identification List for manufacturer and color selection.  

(a) Colors (PT-#). 

C. Sheen: When one of following terms is used to denote specific sheen for coating listed, following index 
shall apply: 
1. Flat: Less than 15 units based on 85 degrees of sheen. 
2. Eggshell: 5 to 20 units based on 60 degrees of sheen. 
3. Satin/Low Lustre: 15 to 35 units based on 60 degrees of sheen. 
4. Semi-gloss: 30 to 65 units based on 60 degrees of sheen. 
5. Gloss: Above 65 units based on 60 degrees of sheen. 

2.3 MIXING AND TINTING 

A. Deliver paints ready-mixed to job site. 

B. Job mixing and job tinting is not acceptable. 

PART 3 EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces to receive paint and transparent finishes for conditions that would adversely affect 
execution, permanence or quality of work and which cannot be put into acceptable condition through 
preparatory work. Do not proceed with surface preparation or coating application until conditions are 
suitable. 

3.2 PREPARATION OF SURFACES 

A. Perform preparation and cleaning procedures in accordance with paint manufacturer's instructions and 
as specified, for each particular substrate condition. 
1. Remove mildew, by scrubbing with solution of detergent, bleach and warm water. Rinse with 

clean water and allow surface to dry completely. 
2. Remove surface contamination from aluminum surfaces requiring paint finish by steam, high 

pressure water or solvent washing. Apply etching primer or acid etch. Apply paint immediately if 
acid etching. 

3. Remove contamination from copper surfaces requiring paint finish by steam, high pressure water 
or solvent washing. Apply vinyl etch primer or acid etch. Apply paint immediately if acid etching. 

4. Provide barrier coats over incompatible primers or remove and reprime as required. Notify 
Architect in writing of anticipated problems in using specified coating systems with substrate 
primed by others. 

B. Remove hardware, hardware accessories, plates, lighting fixtures, and similar items in-place and not 
to be finish painted, or provide surface-applied protection prior to surface preparation and painting 
operations. Remove, if necessary, for complete painting of items and adjacent surfaces. Following 
completion of painting of each space or area, reinstall removed items by workmen skilled in trades 
involved. 

C. Clean surfaces to be painted before applying paint or surface treatment. Remove oil and grease with 
clean cloths and cleaning solvents prior to mechanical cleaning. Program cleaning and painting so that 
dust and other contaminants from cleaning process will not fall in wet, newly painted surfaces. 
1. Remove dirt, oil, grease and sand if necessary to provide adhesion key, when asphalt, creosote or 

bituminous surfaces require paint finish. Apply compatible sealer or primer. 

D. Galvanized Surfaces: Clean free of oil and surface contaminates with acceptable non-petroleum 
based solvent. 
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3.3 MATERIALS PREPARATION 

A. Mix and prepare painting materials and transparent finish materials in accordance with manufacturer's 
directions. 

B. Store materials not in actual use in tightly covered containers. Maintain containers used in storage, 
mixing, and application of paint in clean condition, free of foreign materials and residue. 

C. Stir materials before application to produce mixture of uniform density, and as required during 
application of materials. Do not stir any film that may form on surface into material. Remove film and, if 
necessary, strain material before using. 

3.4 APPLICATION 

A. Application Procedures:  Apply paints and coatings by brush, roller, spray, or other applicators 
according to manufacturer's written instructions. 
1. Brushes:  Use brushes best suited for type of material applied.  Use brush of appropriate size for 

surface or item being painted. 
2. Rollers:  Use rollers of carpet, velvet-back, or high-pile sheep's wool as recommended by 

manufacturer for material and texture required. 
3. Spray Equipment:  Use airless spray equipment with orifice size as recommended by 

manufacturer for material and texture required. 
4. Apply each coat at proper consistency. 
5. Each coat of paint shall be slightly darker than preceding coat unless otherwise approved by 

Architect. 
6. Provide finish coats which are compatible with prime paints used. 

B. Do not apply succeeding coats until previous coat has completely dried. Sand between each enamel 
or varnish coat application with fine sandpaper, or rub surfaces with pumice stone where required to 
produce even, smooth surface in accordance with coating manufacturer's directions. 
1. Allow each coat of finish to dry before following coat is applied, unless directed otherwise by 

manufacturer. 

C. Apply additional coats when undercoats, stains, or other conditions show through final coat of paint, 
until paint film is of uniform finish, color and appearance. Give special attention to insure that surfaces, 
including edges, corners, crevices, welds, and exposed fasteners receive film thickness equivalent to 
that of flat surfaces. 

D. Finish doors on tops, bottoms, and side edges same as exterior faces, unless otherwise indicated. 

E. Film Thickness: Apply materials in accordance to paint manufacturer’s recommendations and 
spreading rates to provide total dry film thickness as recommended. 
1. Apply paint materials no thinner than manufacturer's recommended spreading rate to achieve dry 

film thickness indicated  
2. Use precision instruments designed for measuring and evaluation wet and dry films of paints and 

coatings. 
3. Results measuring less than recommended thickness will require additional material application. 
4. Use of poor hiding colors may require application of additional coats in order to achieve proper 

coverage and hiding. 

F. Apply first-coat material to surfaces that have been cleaned, pre-treated or otherwise prepared for 
painting as soon as practicable after preparation and before subsequent surface deterioration. 

G. Allow sufficient time between successive coatings to permit proper drying. Do not recoat until paint 
has dried to where it feels firm, does not deform or feel sticky under moderate thumb pressure, and 
application of another coat of paint does not cause lifting or loss of adhesion of undercoat. 

H. Prime Coats: Recoat primed and sealed walls and ceilings where there is evidence of suction spots or 
unsealed areas in first coat, to assure finish coat with no burn-through or other defects due to 
insufficient sealing. 
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I. Transparent Finish: On exposed portions, use multiple coats to produce glass-smooth surface film 
continuity of even luster. Provide finish free of laps, cloudiness, color irregularity, runs, brush marks, 
orange peel, nail holes, or other surface imperfections. Provide satin finish for final coats, unless 
otherwise indicated. 

J. Completed Work:  Match approved samples for color, texture, and coverage.  Remove, refinish, or 
repaint work not complying with requirements. 

3.5 CLEANING 

A. As work proceeds and upon completion, promptly remove paint where spilled, splashed or spattered. 
Touch up and restore damaged or defaced painted areas. 

B. During progress of work keep premises free from unnecessary accumulation of tools, equipment, 
surplus materials and debris. Remove at end of each workday. 

C. Upon completion of work clean window glass and other paint-spattered surfaces and leave premises 
neat and clean, to satisfaction of Architect. 

3.6 PROTECTION 

A. Adequately cover or otherwise protect finished work of other trades and other surfaces from paint and 
damage. Repair damage as result of inadequate or unsuitable protection as acceptable to Architect. 
1. Furnish sufficient drop cloths, shields and protective equipment to prevent spray or droppings 

from fouling surfaces not being painted and in particular, surfaces within storage and preparation 
area. 

B. Place cotton waste, cloths and material which may constitute fire hazard in closed metal containers 
and remove daily from site. 

C. Remove electrical plates, surface hardware, fittings and fastenings, prior to painting operations. These 
items shall be carefully stored, cleaned and replaced on completion of work in each area. Do not use 
solvent to clean hardware that may remove permanent lacquer finish. 

D. Provide "Wet Paint" signs as required to protect newly painted finishes. Remove temporary protective 
wrappings provided by others for protection of their work after completion of painting operations. 

3.7 PAINTING AND FINISHING SCHEDULE (EXTERIOR) 

A. Non-Ferrous Metal Surfaces (Galvanized): Not scheduled for High Performance Coatings 
1. Surfaces Included: 

a. Hollow metal door 
b. Steel lintels at windows 
c. Miscellaneous exterior metals indicated to be painted 

2. Waterborne System (low-VOC): (Waterborne Acrylic Gloss Enamel over Waterborne Metal 
Primer) 
a. Primer: 

1) 1 coat ICI/ Devflex Waterborne Aquacrylic DTM Primer #4020 (or 1 coat touch-up if 
preprimed). 

b. Finish: 
1) 2 coats ICI/Devflex Waterborne Acrylic Semi-Gloss Enamel #4216 Series. 

3.8 PAINTING AND FINISHING SCHEDULE (INTERIOR) 

A. No interior painting in Shell Package 

END OF SECTION 09900 
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